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1 Process Description

INFORMATION  The downloaded file is compressed as a zip file and must be completely extracted into a directory.
To do this, create a directory and select it. The program must not be started directly from the com-
pressed zip archive.

The ActiveBoard Firmware contained can only be used with a Pilot ONE. If the older CC-Pilot is used,
a different firmware must be downloaded.

» Connect the Huber flash cable (order no. 16338) with a com port on your PC.

» Having switched off the temperature control device, plug the 15-pole plug into the service port.
This is often concealed by a cover.

» Leave the temperature control device off.

> Start the flashing process by running the file “FlashActiveBoard.bat”.

Opening the file
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> Enter the required port.
» Confirm your entry with “OK”.

Entering the

required port x
e.g. enter 1 for COM1
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» Switch the temperature control device on.
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This switches the ActiveBoard into a special mode so that the firmware can be uploaded. Error
messages that are shown in the Pilot ONE display are not relevant while the procedure is continu-
ing. The program automatically detects if a connection has been made and starts the flashing

process.

J Diatei Faworiten tras 7
o

Jndress

| Links

‘indow Help

. Falls Gie eine Datei won Typ "CC_AB_Y0G.0x.xxx.hin" erhaltan haben,

klicken Sie auf "UEbertragung” dann auf "Datei senden...".
. Hachlen Sie die Datei "CC_AB_VD.0w.xm.bin aus."
. Hachlen Gie das Pratokoll "IK Hroden" aus.

. Klicken Sie auf "Senden"
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» Wait until the “Flashing successful” message appears and confirm with “OK”. This closes the pro-

gram.

Flashing successful

» Switch the temperature control device off.
» Remove the cable from the temperature control device and from the PC.
» Switch the temperature control device on. The firmware update is finished.

Errors and omissions excepted.
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Peter Huber Kéltemaschinenbau SE
Werner-von-Siemens-Str. 1
77656 Offenburg / Germany

Telefon +49 (0)781 9603-0
Telefax +49 (0)781 57211

info@huber-online.com
www.huber-online.com

Technischer Service: +49 (0)781 9603-244
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